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Highlights

MIRA-1/1
Order No. 1000200

Active column PA speaker system class D, 
1,100 W 
• Compact full range system with subwoofer and a full 

range column module
• 6 x 7.6 cm (3“) midrange speaker + 2 x 2.5 cm (1“) 

tweeter in a bass-reflex cabinet
• 1 x 30 cm (12“) subwoofer in a separate bass-reflex 

cabinet
• 2-channel class D amplifier system with a power 

rating of 400 + 150 W
• 1 line input, XLR, balanced
• RCA input L/R, unbalanced
• 1 parallel line out, XLR, balanced 

Selectable crossover frequency: 30-200 Hz
• Separate volume control for subwoofer and column 

module
• Robust wooden cabinet with protective metal grille
• Scope of accessories includes connection cable for full 

range module
• Including intermediate piece with M20 thread

Model MIRA-1/1
Total output power 1,100 W
Power rating (RMS) 550 W (400+150) 

bass: 400 W 
mid-high range: 150 W

Frequency range 35-20,000 Hz
THD < 0.06% (sub) 

< 0.07% (sat)
Input signal 400 mV/21 kΩ (line), 

400 mV/12 kΩ (aux)
SPL 98 dB/W/m
Beam angle hor.: 120°, vert.: 30°
Power supply ~ 230 V/50 Hz/760 VA
Dimensions 110 x 720 x 145 mm (column 

module) 
345 x 520 x 450 mm (subwoofer)

Weight 30 kg
Inputs 1 x XLR (line) 

1 x RCA (L/R)
Outputs 1 x XLR, par. out




