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PA Systems and Speaker Systems
PA Speaker Systems

WAVE-15A
Order No. 0259012

Active full range speaker system, 400 W 
• Compact 15/2 full range bass-reflex system with 

plastic cabinet
• 38 cm (15“) bass speaker and 25 mm (1“) horn 

tweeter
• Integrated MP3 player with USB/SD slot
• Integrated 5-band equalizer for tone control
• Bluetooth receiver
• Balanced mic input via XLR jack or 6.3 mm jack
• Line input via RCA jack or XLR jack
• 2-way tone control for treble and bass

WAVE-12A
Order No. 0259011

Active full range speaker system, 350 W 
• Compact 12/2 full range bass-reflex system with 

plastic cabinet
• 30 cm (12“) bass speaker and 25 mm (1“) horn 

tweeter
• Integrated MP3 player with USB/SD slot
• Integrated 5-band equalizer for tone control
• Bluetooth receiver
• Balanced mic input via XLR jack or 6.3 mm jack
• Line input via RCA jack or XLR jack
• 2-way tone control for treble and bass

WAVE-10A
Order No. 0259009

Active full range speaker system, 300 W 
• Compact 10/2 full range bass-reflex system with 

plastic cabinet
• 25 cm (10“) bass speaker and 25 mm (1“) horn 

tweeter
• Integrated MP3 player with USB/SD slot
• Bluetooth receiver
• Balanced mic input via XLR jack or 6.3 mm jack
• Line input via RCA jack or XLR jack
• 2-way tone control for treble and bass

WAVE-08A
Order No. 0259008

Active full range speaker system, 150 W 
• Compact 8/2 full range bass-reflex system with plastic 

cabinet
• 20 cm (8“) bass speaker and 25 mm (1“) horn 

tweeter
• Integrated MP3 player with USB/SD slot
• Bluetooth receiver
• Balanced mic input via XLR jack or 6.3 mm jack
• Line input via RCA jack or XLR jack
• 2-way tone control for treble and bass

Model WAVE-15A
Transmission technology wireless/cable
Total output power 400 W
Power rating (RMS) 250 W
Frequency range 50-20,000 Hz
Input signal 250 mV/7 kΩ (line, XLR, bal.), 

150 mV/16 kΩ (line, RCA), 
9.5 mV/0.8 kΩ (mic, XLR, bal.), 
9.5 mV/0.8 kΩ (mic, 6.3 mm jack)

SPL 95 dB/W/m
Beam angle H: 90°/V: 60°
Power supply ~ 230 V/50 Hz/410 VA
Dimensions 460 x 710 x 370 mm
Weight 18.6 kg

Model WAVE-12A
Transmission technology wireless/cable
Total output power 350 W
Power rating (RMS) 200 W
Frequency range 55-20,000 Hz
Input signal 250 mV/7 kΩ (line, XLR, bal.), 

150 mV/16 kΩ (line, RCA), 
9.5 mV/0.8 kΩ (mic, XLR, bal.), 
9.5 mV/0.8 kΩ (mic, 6.3 mm jack)

SPL 95 dB/W/m
Beam angle H: 90°/V: 60°
Power supply ~ 230 V/50 Hz/370 VA
Dimensions 390 x 610 x 340 mm
Weight 16 kg

Model WAVE-10A
Transmission technology wireless/cable
Total output power 300 W
Power rating (RMS) 150 W
Frequency range 60-20,000 Hz
Input signal 250 mV/7 kΩ (line, XLR, bal.), 

150 mV/16 kΩ (line, RCA), 
9.5 mV/0.8 kΩ (mic, XLR, bal.), 
9.5 mV/0.8 kΩ (mic, 6.3 mm jack)

SPL 95 dB/W/m
Beam angle H: 90°/V: 60°
Power supply ~ 230 V/50 Hz/270 VA
Dimensions 300 x 510 x 250 mm
Weight 9.4 kg

Model WAVE-08A
Transmission technology wireless/cable
Total output power 150 W
Power rating (RMS) 80 W
Frequency range 65-20,000 Hz
Input signal 250 mV/7 kΩ (line, XLR, bal.), 

150 mV/16 kΩ (line, RCA), 
9.5 mV/0.8 kΩ (mic, XLR, bal.), 
9.5 mV/0.8 kΩ (mic, 6.3 mm jack)

SPL 95 dB/W/m
Beam angle H: 90°/V: 60°
Power supply ~ 230 V/50 Hz/160 VA
Dimensions 260 x 420 x 210 mm
Weight 7.3 kg




